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METALLIC EPOXY SYSTEM SYSTEM COMPONENTS
For residential, commercial, and industrial applications, this CLEAR TOPCOAT
metallic epoxy system is a highly sought-after decorative
flooring option. This system's goal is to produce a perfect METALLIC COAT

glossy finish with eye-catching hues and striking depth. It
is possible to create distinctive and alluring designs by
skillfully arranging the materials, producing visually
notable effects. This product is a top pick for many o _
applications because of its outstanding quality, extensive o
color selection, and durability. Matte, anti-slip and UV i O
stable topcoats are also available.
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CONCRETE _1 PRIMER AND COLORED BODY-COAT

WHERE TO USE

BASECOAT OPTIONS (6-8 MILS THICKNESS)

% Garage Floor Coatings < AQUAFLOW-400 is a deep penetrating water-based
% Entranceways / Hallways, Kitchens, Bathrooms, epoxy primer.

Living and Recreational Spaces « EF-100 is a 100 % solids epoxy coating. (Fast curing /
+«» Commercial spaces moisture vapor barrier options are also available.

BODY COAT (8-10 MILS THICKNESS)
EF-100 is a 100 % solids epoxy coating, that comes
in a variety of colors based on pattern requirements.
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SYSTEM ADVANTAGES

<> Wiqe Yariety of colors to choose from resulting in METALLIC EPOXY (32 MILS THICKNESS)
unlimited patterns. _ _ & EF-MASTERFLOW is a 100% solids epoxy coating

+* Moisture vapor barriers and fast curing options formulated specifically for high build metallic
available as primers where installation down-time coating.
is limited.

+«+ Topcoats can be modified to allow for variations in TOPCOAT OPTIONS (8-10 MILS THICKNESS)
texture, levels of traction or gloss/matte finished. % EF-100 is a 100 % solid epoxy coating.

«* POLYFLOW-275 is a 2-component aliphatic UV
coating for exterior applications. our 280 or 290 can
also be used depending on required finish.

*Please refer to our pearlescent catalogue for our full line of
color options available. Colors shown are approximative.
final color selection should be based on applied samples or
mock ups to replicate jobsite conditions.




